
MAIN DIMENSIONS

COMPACT
C200
DS-V

C200
DSS-V

C250
DS-V

C250
DSS-V

C300
DS-V

C300
DSS-V

A1 mm 2150 2150 2750 2750 2750 2750

A2 mm 4400 4400 4600 4600 4600 4600

L1 mm 2800 2800 2800 2800 2800 2800

L2 mm 4100 4100 4750 4750 4750 4750

L3 mm 2000 2000 2400 2400 2400 2400

H1 mm 4600 5100 5000 5500 5000 5500

H* mm 5200 5500 5500 6000 5500 6000

Smoke out Ø mm 400 400 500 500 600 600

Empty Weight Kg 27000 30000 33000 34500 35500 37500

Water volume L 6300 6300 8900 8900 8900 8900

Kerb Weight Kg 33300 36300 41900 43400 44400 46400

Power kW 2000 2000 2500 2500 3000 3000

NCV of reference for the power kWh/t 4500 4500 4500 4500 4500 4500

Feed & return water flange DN 200 DN 200 DN 200 DN 200 DN 200 DN 200

These values are given as indication and can be changed without notice according to the development of our equipment
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HEAT WATER BOILER FOR DRY WOOD WASTE

FEEDING WITH SCREW (GAUGED FUEL)

Barks, sawdust, dust, natural wood scrapes crushered and panels becoming from wood

Référence: AQ-06-FT-0007 Rév. 10


